Linsn LED Display Controller Installation Manual

Installation Instruction

Step 1

After you open the package boxes and take out all the cabinets, please confirm you are
using the 110V or 220V Voltage, this is very important., and all the testing in our factory
were all 220V used, if you use 110V Voltage, please Switch the Voltage to 110V, or we
will do it for you in our factory before shipment, pls remember to do this step before you
install the screen.

Step 2

Assembling these 18 cabinets.

Pls see the connection Diagram and some relative photos as below.

Totally 18 Pcs Cabinets

- T E = <> I 1

Pl . _
13# 14# 15# 16# 174 18#

Power Input <

PR GRS OGS G GRS O
124 114 104 9 8# 7#
Power Input
@@ @SS
" | 24 34 44 | 54 6#
E -_,a-'ﬁ:.m Input
Power Input | R PR il rl‘w._ e w—

Back Side Viewing

E-mail: leddisplays@hotmail.com Skype: leddisplays Website: www.linsnled.com



http://www.linsnled.com
http://www.linsnled.com

Linsn LED Display Controller Installation Manual

Signal and Power Cable, and Iron Tighten Plate Connection Between Cabinets.

The Whole Screen Connection Look Like
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Step 3
Fixing the Sending card and display card in the computer.

Pls see the relative photos as below.

-

Back of Computer

D¥l|cable

Receivar

Led Display

RS232 Cable(White) and DVI Cable(Black)
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Two cards fixed in the computer
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